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SD2500 

ASG  
in-lb   (Nm)

ASG-SD2500-10PL-SY 10      (1.1)

/ ASG-CB2500-10HW ASG-
CT2500

ASG-SD2500-20PL-SY 20      (2.3)
ASG-SD2500-35PL-SY 35      (3.9)
ASG-SD2500-50PL-SY 50      (5.6)

ASG-SD2500-10PS-SY 10      (1.1)

ASG-CB2500-10HW ASG-
CT2500

ASG-SD2500-20PS-SY 20      (2.3)
ASG-SD2500-35PS-SY 35      (3.9)
ASG-SD2500-50PS-SY 50      (5.6)

ASG-SD2500-10FX-SY 10      (1.1)

( ) ASG-CB2500-10HW ASG-
CT2500

ASG-SD2500-20FX-SY 20      (2.3)
ASG-SD2500-35FX-SY 35      (3.9)
ASG-SD2500-50FX-SY 50      (5.6)

ASG-SD2500-20PL-SY
SY -  

PL - /
 

PS - 
FX - 

10 -  10 in-lb (1.1 Nm) 
20 -  20 in-lb (2.3 Nm)
35 -  35 in-lb (3.9 Nm)
50 -  50 in-lb (5.6 Nm)

TM

 ASG 
021-58209175
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SD2500 

ASG 
in-lb  (Nm) in    (mm) lb    (kg)

ASG-SD2500-10PL 10    (1.1)
9.5   (240.3) 1.0   (0.46)

/
ASG-SD2500-20PL 20    (2.3)
ASG-SD2500-35PL 35    (3.9)
ASG-SD2500-50PL 50    (5.6) 9.7   (246.6) 1.1   (0.49)

ASG-SD2500-10PS 10    (1.1)
9.5   (240.3) 1.0   (0.46)ASG-SD2500-20PS 20    (2.3)

ASG-SD2500-35PS 35    (3.9)
ASG-SD2500-50PS 50    (5.6) 9.7   (246.6) 1.1   (0.49)

ASG-SD2500-10FX 10    (1.1)
9.5   (240.3) 1.0   (0.46)

( )
ASG-SD2500-20FX 20    (2.3)
ASG-SD2500-35FX 35    (3.9)
ASG-SD2500-50FX 50    (5.6) 9.7   (246.6) 1.1   (0.49)

ASG-SD2500-20PL

PL - /
 

PS - 
FX - 

10 -  10 in-lb (1.1 Nm)
20 -  20 in-lb (2.3 Nm)
35 -  35 in-lb (3.9 Nm)
50 -  50 in-lb (5.6 Nm)

FX 

PS 

PL 
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X-PAQ 

ASG 
 

lb   (kg)
ASG-CT2500 ASG-SD2500 8.3  (3.8)

� 
� 
� 
� I/O

 

� 
� 
� 
� ASG

X-PAQ 
ASG 

ASG-NW2500-PFCS PFCS-Chrysler

ASG-NW2500--ACOP ACOP

ASG-NW2500--DN DeviceNet

ASG-NW2500--EIP Ethernet IP

13

ASG-NW2500-PFCS

PFCS - 
ACOP - Atlas Copco 
DN - 
EIP - IP

TM
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 USB 

 I/O 

/

X-PAQ 
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ASG 
ft    (m) lb    (kg)

ASG-CB2500-05HW 5        (1.5) 0.9    (0.40)
ASG-CB2500-10HW 10      (3.0) 1.4    (0.62)
ASG-CB2500-15HW 15      (4.6) 1.9    (0.85)
ASG-CB2500-20HW 20      (6.1) 2.4    (1.07)
ASG-CB2500-25HW 25      (7.6) 2.9    (1.30)
ASG-CB2500-30HW 30      (9.1) 3.4    (1.52)
ASG-CB2500-35HW 35    (10.7) 3.8    (1.74)
ASG-CB2500-40HW 40    (12.2) 4.3    (1.97)
ASG-CB2500-45HW 45    (13.7) 4.8    (2.19)
ASG-CB2500-50HW 50    (15.2) 5.3    (2.42)

ESD 

ASG 
ft    (m) lb    (kg)

ASG-CB2500-05ESD 5        (1.5) 1.1    (0.48)
ASG-CB2500-10ESD 10      (3.0) 1.7    (0.80)
ASG-CB2500-15ESD 15      (4.6) 2.5    (1.12)
ASG-CB2500-20ESD 20      (6.1) 3.2    (1.44)
ASG-CB2500-25ESD 25      (7.6) 3.9    (1.76)

HW 

ESD 
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ASG 
ft    (m) lb    (kg)

ASG-CB2500-05RA 5        (1.5) 0.9    (0.40)
ASG-CB2500-10RA 10      (3.0) 1.4    (0.62)
ASG-CB2500-15RA 15      (4.6) 1.9    (0.85)
ASG-CB2500-20RA 20      (6.1) 2.4    (1.07)
ASG-CB2500-25RA 25      (7.6) 2.9    (1.30)
ASG-CB2500-30RA 30      (9.1) 3.4    (1.52)
ASG-CB2500-35RA 35    (10.7) 3.8    (1.74)
ASG-CB2500-40RA 40    (12.2) 4.3    (1.97)
ASG-CB2500-45RA 45    (13.7) 4.8    (2.19)
ASG-CB2500-50RA 50    (15.2) 5.3    (2.42)

ASG 
ft    (m) lb    (kg)

ASG-CB2500-20EX 20      (6.1) 2.4    (1.07)
ASG-CB2500-30EX 30      (9.1) 3.4    (1.52)
ASG-CB2500-50EX 50    (15.2) 5.3    (2.42)
ASG-CB2500-70EX 70    (21.3) 7.7    (3.49)

ASG-CB2500-15HW

HW - 
RA - 
ESD - ESD 
EX - 

XX -  (ft)

100

RA 

EX 
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X-PAQ 

ASG 
 (in) LED

( )
 

(ft)

ASG-AC2500-STS1
6.3

24V DC 20
ASG-AC2500-STS1A �

ASG-AC2500-STT1
12.6

ASG-AC2500-STT1A �

ASG-AC2500-STS2
7.5

24V DC 20
ASG-AC2500-STS2A �

ASG-AC2500-STT2
13.8

ASG-AC2500-STT2A �

ASG-AC2500-STS3
8.7

24V DC 20
ASG-AC2500-STS3A �

ASG-AC2500-STT3
15.0

ASG-AC2500-STT3A �

ASG-AC2500-STS4
9.9

24V DC 20
ASG-AC2500-STS4A �

ASG-AC2500-STT4
16.2

ASG-AC2500-STT4A �

ASG-AC2500-STS5
11.1

  24V DC 20
ASG-AC2500-STS5A �

ASG-AC2500-STT5
17.4

ASG-AC2500-STT5A �

ASG-AC2500-STS5A    A - 
 - 

1 - 
2 - 
3 - 
4 - 
5 - S -  (1.6 in)

T -  (7.9 in)
ST - 

TM
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SD2500 
ASG 

ASG-AC2500-FG
ASG-AC2500-FGNC
ASG-AC2500-PG

ASG-AC2500-FG ASG-AC2500-FGNC ASG-AC2500-PG 
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SD2500 
ASG 

ASG-AC2500-SP
ASG-AC2500-SPEX
ASG-AC2500-PTS
ASG-AC2500-TL
ASG-AC2500-TB  – 

ASG-AC2500-TL ASG-AC2500-PTSASG-AC2500-SPEX ASG-AC2500-SP

ASG-AC2500-MPDFASG-AC2500-MPSF ASG-AC2500-TBASG-AC2500-SB

SD2500 
ASG 

ASG-AC2500-MPSF  FX 
ASG-AC2500-MPDF  FX 

ASG-AC2500-MPJR   
 FX  Janome 

ASG-AC2500-SB
ASG-AC2500-TML  ASG 
ASG-AC2500-TMA  ASG 
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X-PAQ I/O 
ASG 

ASG-AC2500-IC20 X-PAQ 15  - 20 ft
ASG-AC2500-OC20 X-PAQ 25  - 20 ft
ASG-AC2500-BT4 4  X-PAQ  8 
ASG-AC2500-BT6 6  X-PAQ  8 

X-PAQ 
ASG 

ASG-AC2500-CM X-PAQ  ASG 
ASG-AC2500-CML X-PAQ 

X-PAQ 
ASG 

ASG-CT2500-PCB /
ASG-CT2500-PCD
ASG-CT2500-PCE /
ASG-CT2500-PCF
ASG-CT2500-PCG /
ASG-CT2500-PCH
ASG-CT2500-PCI / /
ASG-CT2500-PCJ
ASG-CT2500-PCK /
ASG-CT2500-PCL

ASG-AC2500-OC20 ASG-AC2500-BT4
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 Lbf-In

18-8 316 2024-T

0 80 0 1 14 ozf-In 16 ozf-In 11 ozf-In 13 ozf-In 8 ozf-In 2.6 2 8 ozf-In 1.5

1
64 0 1.5

1.5 1.5 1.2 1.5 9 ozf-In
4.5

4.2 1.8 2
72 0 2 4.8

2
56 1 2.2 2.5 2.6 2 2.3 1.4 2.5 7.5

4.2 1.8 4
64 1 2.7 3 3.2 2.5 2.8 1.7 3.1 8

3
48 1 3.5 3.9 4 3.2 3.6 2.1 4 11

7 5 5.5
56 1 4 4.4 4.6 3.6 4.1 2.4 4.5 12

4
40 1 4.7 5.2 5.5 4.3 4.8 2.9 5.3 16

9.5 5 7.5
48 1 5.9 6.6 6.9 5.4 6.1 3.6 6.7 18

5
40 2 6.9 7.7 8.1 6.3 7.1 4.2 7.8 24

19 9.5 11
44 2 8.5 9.4 9.8 7.7 8.7 5. 9.6 24

6
32 2 8.7 9.6 10.1 7.9 8.9 5.3 9.8 30

19 9.5 12.5
40 2 10.9 12.1 12.7 9.9 11.2 6.6 12.3 34

8
32 2 17.8 19.8 20.7 16.2 18.4 10.8 20.7 55

30.5 19.4 23
36 2 19.8 22 23 18 20.4 12 22.4 58

10
24 2 20.8 22.8 23.8 18.6 21.2 13.8 25.9 79

65 33.5 45
32 2 29.7 31.7 33.1 25.9 29.3 19.2 34.9 90

1/4"
20 3 65 75.2 78.8 61.5 68.8 45.6 85.3 200

140 77.9 105
28 3 90 94 99 77 87 57 106 230

ozf-In Lbf-
In Lbf-ft gf-cm kgf-

cm kgf-m mN-m cN-m N-m

1 ozf-In = 1 .0625 .005 72 .072 .0007 7.062 .706 .007

1 Lbf-In = 16 1 .083 1152.1 1.152 .0115 113 11.3 .113

1 Lbf-ft = 192 12 1 13826 13.83 .138 1356 135.6 1.356

1 gf-cm = .014 .0009 .00007 1 .001 .00001 .098 .01 .0001

1 kgf-cm = 13.89 .868 .072 1000 1 .01 98.07 9.807 .098

1 kgf-m = 1389 86.8 7.233 100000 100 1 9807 980.7 9.807

1 mN-m = .142 .009 .0007 10.2 .01 .0001 1 .1 .001

1 cN-m = 1.416 .088 .007 102 .102 .001 10 1 .01

1 N-m = 141.6 8.851 .738 10197 10.2 .102 1000 100 1

 (kgf-cm)

M
2.0

M
2.3

M
2.6

M
3.0

M
3.5

M
4.0

M
4.5

M
5.0

M
6.0

M
8.0

1.4 2.3 3.3 4.9 8.2 12 17 24 42 104

1.5 2.5 3.6 5.3 9.1 13 19 26 47 113

1.5 1.5 3.6 5.1 8.8 13 18 25 45 110

/ 1.8 3.9 4.2 6.1 10.4 15 23 30 53 132

X-PAQ 
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